
www.bkte.pl 

 1 

 

The specification is owned and copyrighted by BKT Elektronik Sp. z o.o. Information contained herein may be changed at owner’s discretion without any notice. BKT Elektronik may not be held liable for 

any possible inaccuracies and discrepancies in this document. 

No. Card: B20Hd120053004A01B_01.20  

Features 

BKT monitoring power distribution unit BPS2000 12xIEC320 C13  plug IEC 320 C20 

BKT management power distribution unit BPS2000 have been designed for telecommunications cabinets. There is a wide range of 
input plug standards and unit output sockets, as well as control and safety modules.  

Can monitor supply voltage [V], total current-load of a unit [A], total power [kW], total consumption [kWh] and temperature with 
humidity in rack cabinet. 

The BPS2000 have been fitted with hot-swappable measuring module with integrated electronic control panel allows operating the 
above-mentioned electrical parameters. 

 

Product Information 

Standards 

EN 60950-1; EN 61000-3-2; EN 61000-3-3; EN 55022; EN 55024 

Index no. B20Hd120053004A01B 

Functionality Input/phase measurement 

Power plug IEC320 C20 16A/250V 16A/250V 

Cable Absence 

Sockets 
Front: 4 x IEC320 C13 10A/250V                                                                             

Rear: 8 x IEC320 C13 10A/250V 

Additional components Absence 

Ports for connecting sensor 1 x Temperature/Humidity 

Maximum unit load 16A 

Unit rated power 3680W 

Dimensions (L x W x D) [mm]  483 x 44 x 112 

Net/Gross wieght [kg] 2/2.5                                                                        

Housing 1U, black aluminium   

Fixed brackets type   

Power plug view  

SOCKETS 

10A/250V 

 

 

 

 

IEC320 C13 

RATED                    

POWER 

 

3.7 kW 
 WARRANTY             

 

YEARS 

  


